tpa 1500 / triphonic processing amplifier

Dertpa 1500 ist ein 2-Weg,

stereo-aktiv Amplifier mit integrierter
elektronischer Frequenzweiche und

Limitern. Durch seine 3 Leistungsendstufen
ermdglicht er den unkomplizierten Aktiv-Betrieb
von Mittelhochtonsystemen und Subwoofern.
Auch kleinere Anlagen kénnen jetzt problemlos
und kostengliinstig mit der erhéhten Dynamik der
Aktiv-Technologie angesteuert werden.

Die interne Weiche trennt bei 150 Hz.
Integrierte Limiter sorgen fiir einen sicheren
Betrieb. Ideale Eignung fur die Festinstallation.
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PRODUCT SPECIFICATIONS

Output Power (RMS)
HiMid 2x325W /4 Q
Subwoofer 850 W /4 Q
Harmonic distortion (THD) <0,05%
Output sensitivity / Input 1,5V /20 kQ
Frequency response (per way)
HiMid 90 Hz - 20 kHz
Subwoofer 35Hz - 150 Hz
Signal / Noise ratio 104 dB

Size WxHxD (3U Rack 19)

482 x 130 x 406 mm

Weight 16 kg

Power supply 230 V-AC

Consumption max. 1,5 KW

Speaker outputs 3x Speakon 1 +/- = HiMid 2 +/- = Subwoofer

Signal inputs
Art. Nr.

XLR + loop thru
01806 ;

tpa 1500

acoustic
Ilne i

Copyright SEEBURG acoustic line GmbH . D-89250 Senden/Freudenegg . Phone +49.7307.9700-0 . Fax -29

www.seeburg.net - E-mail: info@seeburg.net

SEEBURG

Professional PA Systems




